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SECTION 1: Identification of the substance/mixture and of the company/undertaking 
 

1.1. Product identifier 

Product form : Mixtures 

Product name :  

DEGREASING TOWELS 

Type of product : Detergent 

 

1.2. Relevant identified uses of the substance or mixture and uses advised against 

1.2.1. Relevant identified uses 

Intended for general public 
 

1.2.2. Uses advised against 

No additional information available 
 

1.3. Details of the supplier of the safety data sheet 

COMERCIAL QUIMICA MASSO 
C/Viladomat 321 5º 
08029 BARCELONA - SPAIN 
T + 34 934 952 500 (Spain) + 33 (0)478 640 797 (France) + 39 02 61868218 (Italy) + 48 22 4656 550 (Poland) + 420 241006570 (Czech Republic) 
+ 361 433 4849 (Hungary) +90 212 324 94 00 (Turkey) - F +34 93.495.25.02 
msds.support@cqmasso.com - www.cqmasso.com 

 
 
 

1.4. Emergency telephone number 

Emergency number : +34 704 100 087 

   
 

 

SECTION 2: Hazards identification 
 

2.1. Classification of the substance or mixture 

Classification according to Regulation (EC) No. 1272/2008 [CLP] 
     

Flammable liquids, Category 2 H225   

Serious eye damage/eye irritation, Category 2 H319   

Full text of hazard classes and H-statements : see section 16 
 

 
 

 
  

Adverse physicochemical, human health and environmental effects 

No additional information available 
 

 

2.2. Label elements 

Labelling according to Regulation (EC) No. 1272/2008 [CLP] Extra labelling to displayExtra classification(s) to display  

Hazard pictograms (CLP) : 

 

GHS02 

 

GHS07 

    

Signal word (CLP) : Danger 

Hazard statements (CLP) : H225 - Highly flammable liquid and vapour 
H319 - Causes serious eye irritation 

Precautionary statements (CLP) : P102 - Keep out of reach of children 
P103 - Read label before use 
P264 - Wash hands, forearms and face thoroughly after handling 
P305+P351+P338 - IF IN EYES: Rinse cautiously with water for several minutes. Remove 
contact lenses, if present and easy to do. Continue rinsing 

 

PPP safety precautions :  
 
 

mailto:msds.support@cqmasso.com
www.cqmasso.com
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2.3. Other hazards 

No additional information available 
 

SECTION 3: Composition/information on ingredients 
 

3.1. Substances 

Not applicable 
 

 

3.2. Mixtures 
 

 

 

 
 

Name Product identifier % Classification according to 
Regulation (EC) No. 
1272/2008 [CLP] 

Ethanol (CAS-No.) 64-17-5 
(EC-No.) 200-578-6 
(EC Index-No.) 603-002-00-5 
(REACH-no) 01-2119457610-43 

18,6 Flam. Liq. 2, H225 
Eye Irrit. 2, H319 

2-phenoxyethanol 
substance with national workplace exposure limit(s) (DE) 

(CAS-No.) 122-99-6 
(EC-No.) 204-589-7 
(EC Index-No.) 603-098-00-9 
(REACH-no) 01-2119488943-21 

0,31 Acute Tox. 4 (Oral), H302 
Eye Irrit. 2, H319 

DECYL GLUCOSIDE (CAS-No.) 58846-77-8 0,062 Skin Corr. 1, H314 

Propan-2-ol 
substance with national workplace exposure limit(s) (DE, ES, FR, GB, 
NL, PT) 

(CAS-No.) 67-63-0 
(EC-No.) 200-661-7 
(EC Index-No.) 603-117-00-0 
(REACH-no) 01-2119457558-25 

0,0186 Flam. Liq. 2, H225 
Eye Irrit. 2, H319 
STOT SE 3, H336 

 

 

 
 

Full text of H-statements: see section 16 
  

 

SECTION 4: First aid measures 
 

4.1. Description of first aid measures 

First-aid measures general : Never give anything by mouth to an unconscious person. If you feel unwell, seek medical 
advice (show the label where possible). 

First-aid measures after inhalation : Assure fresh air breathing. Allow the victim to rest. 

First-aid measures after skin contact : Rinse skin with water/shower. Remove/Take off immediately all contaminated clothing. 

First-aid measures after eye contact : Rinse cautiously with water for several minutes. Remove contact lenses, if present and easy to 
do. Continue rinsing. If eye irritation persists: Get medical advice/attention. 

First-aid measures after ingestion : Rinse mouth. Do NOT induce vomiting. Obtain emergency medical attention. 
 

4.2. Most important symptoms and effects, both acute and delayed 

Symptoms/effects after eye contact : Causes serious eye irritation. 
 

4.3. Indication of any immediate medical attention and special treatment needed 

No additional information available 

SECTION 5: Firefighting measures 
 

5.1. Extinguishing media 

Suitable extinguishing media : Foam. Dry powder. Carbon dioxide. Water spray. Sand. 

Unsuitable extinguishing media : Do not use a heavy water stream. 
 

5.2. Special hazards arising from the substance or mixture 

Fire hazard : Highly flammable liquid and vapour. 

Explosion hazard : May form flammable/explosive vapour-air mixture. 
 

5.3. Advice for firefighters 

Firefighting instructions : Use water spray or fog for cooling exposed containers. Exercise caution when fighting any 
chemical fire. Prevent fire fighting water from entering the environment. 

Protection during firefighting : Do not enter fire area without proper protective equipment, including respiratory protection. 

SECTION 6: Accidental release measures 
 

6.1. Personal precautions, protective equipment and emergency procedures 

General measures : Remove ignition sources. Use special care to avoid static electric charges. No open flames. No 
smoking. 
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6.1.1. For non-emergency personnel 

Emergency procedures : Evacuate unnecessary personnel. 

6.1.2. For emergency responders 

Protective equipment : Equip cleanup crew with proper protection. 

Emergency procedures : Ventilate area. 
 

6.2. Environmental precautions 

Prevent entry to sewers and public waters. Notify authorities if liquid enters sewers or public waters. 
 

6.3. Methods and material for containment and cleaning up 

Methods for cleaning up : On land, sweep or shovel into suitable containers. Minimize generation of dust. Store away 
from other materials. 

 

6.4. Reference to other sections 

See Heading 8. Exposure controls and personal protection. 

SECTION 7: Handling and storage 
 

7.1. Precautions for safe handling 

Additional hazards when processed : Handle empty containers with care because residual vapours are flammable. 

Precautions for safe handling : Wash hands and other exposed areas with mild soap and water before eating, drinking or 
smoking and when leaving work. Provide good ventilation in process area to prevent formation 
of vapour. No open flames. No smoking. 

Hygiene measures : Wash hands, forearms and face thoroughly after handling. 
 

7.2. Conditions for safe storage, including any incompatibilities 

Technical measures : Proper grounding procedures to avoid static electricity should be followed. Ground/bond 
container and receiving equipment. 

Storage conditions : Keep in fireproof place. Keep container tightly closed. 

Incompatible products : Strong bases. Strong acids. 

Incompatible materials : Sources of ignition. Direct sunlight. Heat sources. 
 

7.3. Specific end use(s) 

See Heading 1.2. 

SECTION 8: Exposure controls/personal protection 
 

8.1. Control parameters 
 

Ethanol (64-17-5) 

France Local name Alcool éthylique 

France VME (mg/m³) 1900 mg/m³ 

France VME (ppm) 1000 ppm 

France VLE (mg/m³) 9500 mg/m³ 

France VLE (ppm) 5000 ppm 

Germany Local name Ethanol 

Germany TRGS 900 Occupational exposure limit value (mg/m³) 960 mg/m³ 

Germany TRGS 900 Occupational exposure limit value (ppm) 500 ppm 

Germany Remark (TRGS 900) DFG,Y 

Netherlands Grenswaarde TGG 8H (mg/m³) 260 mg/m³ 

Netherlands Grenswaarde TGG 15MIN (mg/m³) 1900 mg/m³ 

Portugal Local name Etanol (Álcool etílico) 

Portugal OEL TWA (ppm) 1000 ppm 

Spain Local name Etanol (Alcohol etílico) 

Spain VLA-EC (mg/m³) 1910 mg/m³ 

Spain VLA-EC (ppm) 1000 ppm 
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Ethanol (64-17-5) 

Spain Notes (2013), s (Esta sustancia tiene prohibida total o 
parcialmente su comercialización y uso como 
fitosanitario y/o como biocida. Para unainformación 
detallada acerca de las prohibiciones consúltese:Base 
de datos de productos 
biocidas:htthttp://www.msssi.gob.es/ciudadanos/produ
ctos.do?tipo=plaguicidasBase de datos de productos 
fitosanitarios:http://www.magrama.gob.es/agricultura/p
ags/fitos/registro/fichas/pdf/Lista_sa.pdf) 

United Kingdom Local name Ethanol 

United Kingdom WEL TWA (mg/m³) 1920 mg/m³ 

United Kingdom WEL TWA (ppm) 1000 ppm 

Switzerland Local name Ethanol 

Switzerland VME (mg/m³) 960 mg/m³ 

Switzerland VME (ppm) 500 ppm 

Switzerland VLE (mg/m³) 1920 mg/m³ 

Switzerland VLE (ppm) 1000 ppm 

Switzerland Remark (CH) 4x15 
 

2-phenoxyethanol (122-99-6) 

Germany Local name 2-Phenoxyethanol 

Germany TRGS 900 Occupational exposure limit value (mg/m³) 110 mg/m³ 

Germany TRGS 900 Occupational exposure limit value (ppm) 20 ppm 

Germany TRGS 900 Limitation of exposure peaks (mg/m³) 220 mg/m³ 

Germany Remark (TRGS 900) DFG,H,Y 

Switzerland Local name 2-Phénoxyéthanol 

Switzerland VME (mg/m³) 110 mg/m³ 

Switzerland VME (ppm) 20 ppm 

Switzerland VLE (mg/m³) 220 mg/m³ 

Switzerland VLE (ppm) 40 ppm 

Switzerland Remark (CH) 4x15 
 

Propan-2-ol (67-63-0) 

France Local name Alcool isopropylique 

France VLE (mg/m³) 980 mg/m³ 

France VLE (ppm) 400 ppm 

Germany Local name Propan-2-ol 

Germany TRGS 900 Occupational exposure limit value (mg/m³) 500 mg/m³ 

Germany TRGS 900 Occupational exposure limit value (ppm) 200 ppm 

Germany TRGS 900 Limitation of exposure peaks (mg/m³) 1000 mg/m³ 

Germany Remark (TRGS 900) DFG,Y 

Netherlands Grenswaarde TGG 8H (mg/m³) 650 mg/m³ 

Portugal Local name 2-Propanol (isopropanol ou álcool isopropílico) 

Portugal OEL TWA (ppm) 200 ppm 

Portugal OEL STEL (ppm) 400 ppm 

Spain Local name Isopropanol (Alcohol isopropílico) 

Spain VLA-ED (mg/m³) 500 mg/m³ 

Spain VLA-ED (ppm) 200 ppm 

Spain VLA-EC (mg/m³) 1000 mg/m³ 

Spain VLA-EC (ppm) 400 ppm 

Spain Notes (2011), VLB® (Agente químico que tiene Valor Límite 
Biológico específico en este documento.), s (Esta 
sustancia tiene prohibida total o parcialmente su 
comercialización y uso como fitosanitario y/o como 
biocida. Para unainformación detallada acerca de las 
prohibiciones consúltese:Base de datos de productos 
biocidas:htthttp://www.msssi.gob.es/ciudadanos/produ
ctos.do?tipo=plaguicidasBase de datos de productos 
fitosanitarios:http://www.magrama.gob.es/agricultura/p
ags/fitos/registro/fichas/pdf/Lista_sa.pdf) 
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Propan-2-ol (67-63-0) 

United Kingdom Local name Propan-2-ol 

United Kingdom WEL TWA (mg/m³) 999 mg/m³ 

United Kingdom WEL TWA (ppm) 400 ppm 

United Kingdom WEL STEL (mg/m³) 1250 mg/m³ 

United Kingdom WEL STEL (ppm) 500 ppm 

Switzerland Local name 2-Propanol 

Switzerland VME (mg/m³) 500 mg/m³ 

Switzerland VME (ppm) 200 ppm 

Switzerland VLE (mg/m³) 1000 mg/m³ 

Switzerland VLE (ppm) 400 ppm 

Switzerland Remark (CH) 4x15 
 

 

 
 

 

 

Ethanol (64-17-5) 

DNEL/DMEL (Workers) 

Acute - systemic effects, inhalation ≈ 1900 mg/m³ 

Long-term - systemic effects, dermal ≈ 343 mg/kg bodyweight/day 

Long-term - systemic effects, inhalation ≈ 950 mg/m³ 

DNEL/DMEL (General population) 

Acute - systemic effects, inhalation ≈ 950 mg/m³ 

Long-term - systemic effects,oral ≈ 87 mg/kg bodyweight/day 

Long-term - systemic effects, inhalation ≈ 114 mg/m³ 

Long-term - systemic effects, dermal ≈ 206 mg/kg bodyweight/day 

PNEC (Water) 

PNEC aqua (freshwater) ≈ 0,96 mg/l 

PNEC aqua (marine water) ≈ 0,79 mg/l 

PNEC (Sediment) 

PNEC sediment (freshwater) ≈ 3,6 mg/kg dwt 

PNEC (Soil)  

PNEC soil ≈ 0,63 mg/kg dwt 

PNEC (STP) 

PNEC sewage treatment plant ≈ 580 mg/l 
 

8.2. Exposure controls 

Personal protective equipment : Avoid all unnecessary exposure. 

Hand protection : The selection of a specific glove for a particular application and duration of use in a workplace 
shoud also take into to acount all relevant workplace factors  such as, but not limited to :Other 
chemical wich may be handled, physical requierements (cut/puncture protection,desterity, 
thermal protection), as well as  the instructions/specifications provided by the gloves supplier. It 
resistant gloves to chemicals according to EN 374. gloves is recommended with protection 
index 3; corresponding to > 60 minutes of time permeabilidad.Por example nitrile rubber, 
neoprene, polyvinyl chloride and a thickness of 0.34 mm 

Eye protection : Chemical goggles or safety glasses 

Respiratory protection : Wear appropriate mask 

Other information : Do not eat, drink or smoke during use. 

SECTION 9: Physical and chemical properties 
 

9.1. Information on basic physical and chemical properties 

Physical state : Solid 
  

Appearance : Products if soaked with cleaning agent. 

Colour : Colourless. 
  

Odour : Alcohol. 
  

Odour threshold : No data available 
  

pH : No data available 
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pH solution : 5 - 8 

Relative evaporation rate (butylacetate=1) : No data available 
  

Melting point : No data available 
  

Freezing point : No data available 
  

Boiling point : No data available 
  

Flash point : No data available 
  

Auto-ignition temperature : No data available 
  

Decomposition temperature : No data available 
  

Flammability (solid, gas) : Highly flammable liquid and vapour 
  

Vapour pressure : No data available 
  

Relative vapour density at 20 °C : No data available 
  

Relative density : No data available 
  

Solubility : No data available 
  

Log Pow : No data available 
  

Viscosity, kinematic : No data available 
  

Viscosity, dynamic : No data available 
  

Explosive properties : No data available 
  

Oxidising properties : No data available 
  

Explosive limits : No data available 
  

 

9.2. Other information 

No additional information available 

SECTION 10: Stability and reactivity 
 

10.1. Reactivity 

No additional information available 
 

10.2. Chemical stability 

Highly flammable liquid and vapour. May form flammable/explosive vapour-air mixture. 
 

10.3. Possibility of hazardous reactions 

Not established. 
 

10.4. Conditions to avoid 

Direct sunlight. Extremely high or low temperatures. Open flame. 
 

10.5. Incompatible materials 

Strong acids. Strong bases. 
 

10.6. Hazardous decomposition products 

fume. Carbon monoxide. Carbon dioxide. May release flammable gases. 
 

SECTION 11: Toxicological information 
 

11.1. Information on toxicological effects 

Acute toxicity : Not classified 
 

 

Agua (7732-18-5) 

LD50 oral > 90000 mg/kg bodyweight 

LD50 dermal > 90000 mg/kg bodyweight 
 

Ethanol (64-17-5) 

LD50 oral 10470 mg/kg bodyweight 

LD50 dermal 15800 mg/kg bodyweight 

LC50 inhalation rat (mg/l) ≈ 124,7 mg/l/4h 

LC50 inhalation rat (Dust/Mist - mg/l/4h) > 99999 mg/l/4h 
 

2-phenoxyethanol (122-99-6) 

LD50 oral rat 1260 mg/kg 

LD50 oral 1850 mg/kg bodyweight 

LD50 dermal rabbit > 2000 mg/kg 
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2-phenoxyethanol (122-99-6) 

LD50 dermal 14391 mg/kg bodyweight 

LC50 inhalation rat (Dust/Mist - mg/l/4h) > 1000 mg/l/4h 
 

Propan-2-ol (67-63-0) 

LD50 oral rat 5840 mg/kg 

LD50 oral 4396 mg/kg bodyweight 

LD50 dermal rat 12800 

LD50 dermal rabbit 13000 mg/kg 

LD50 dermal 12800 mg/kg bodyweight 

LC50 inhalation rat (mg/l) 72,6 mg/l/4h 

LC50 inhalation rat (Dust/Mist - mg/l/4h) 46600 mg/l/4h 
 

Citric acid (77-92-9) 

LD50 oral 11700 mg/kg bodyweight 

LD50 dermal > 2000 mg/kg bodyweight 
 

N-[3-(methylamino)propyl]-N-alkyl(cocoalkyl)oxide (68155-09-9) 

LD50 oral > 6000 mg/kg bodyweight 
 

Skin corrosion/irritation : Not classified 

Serious eye damage/irritation : Causes serious eye irritation. 

Respiratory or skin sensitisation : Not classified 

Germ cell mutagenicity : Not classified 

Carcinogenicity : Not classified 
 

 

Ethanol (64-17-5) 

NOAEL (chronic, oral, animal/male, 2 years) > 4000 mg/kg bodyweight 
 

Reproductive toxicity : Not classified 

STOT-single exposure : Not classified 
 

 

Ethanol (64-17-5) 

LOAEL (oral, rat) ≈ 4 mg/kg bodyweight 

NOAEL (oral, rat) > 20 mg/kg bodyweight 
 

STOT-repeated exposure : Not classified 
 

 

Ethanol (64-17-5) 

LOAEL (oral, rat, 90 days) ≈ 8200 mg/kg bodyweight/day 

NOAEL (oral, rat, 90 days) ≈ 5200 mg/kg bodyweight/day 
 

Aspiration hazard : Not classified 
 

  

 
 

Potential adverse human health effects and 
symptoms 

: Based on available data, the classification criteria are not met. 

SECTION 12: Ecological information 
 

12.1. Toxicity 
 

 

Ethanol (64-17-5) 

LC50 fishes 14200 mg/l 

EC50 other aquatic organisms 1 5012 mg/l EC50 waterflea (48 h) 

EC50 other aquatic organisms 2 275 mg/l IC50 algea (72 h) mg/l 

ErC50 (algae) ≈ 275 mg/l 

NOEC (chronic) ≈ 9,6 mg/l 
 

2-phenoxyethanol (122-99-6) 

LC50 fishes 154 mg/l 

EC50 other aquatic organisms 1 > 500 mg/l EC50 waterflea (48 h) 

EC50 other aquatic organisms 2 443 mg/l IC50 algea (72 h) mg/l 
 

Propan-2-ol (67-63-0) 

LC50 fishes 9640 mg/l 

EC50 other aquatic organisms 1 13299 mg/l EC50 waterflea (48 h) 
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Propan-2-ol (67-63-0) 

EC50 other aquatic organisms 2 > 1000 mg/l IC50 algea (72 h) mg/l 
 

Citric acid (77-92-9) 

LC50 fishes > 100 mg/l 

EC50 other aquatic organisms 1 85 mg/l 

EC50 other aquatic organisms 2 IC50 algea (72 h) mg/l 
 

N-[3-(methylamino)propyl]-N-alkyl(cocoalkyl)oxide (68155-09-9) 

LC50 fishes 5,9 mg/l 

EC50 other aquatic organisms 1 46 mg/l EC50 waterflea (48 h) 

EC50 other aquatic organisms 2 110 mg/l IC50 algea (72 h) mg/l 
 
 

 

 

12.2. Persistence and degradability 

DEGREASING TOWELS  

Persistence and degradability Not established. 
 

Ethanol (64-17-5) 

Persistence and degradability Biodegradable. 

Biodegradation ≈ 84 % 
 

12.3. Bioaccumulative potential 

DEGREASING TOWELS  

Bioaccumulative potential Not established. 
 

Ethanol (64-17-5) 

Log Pow -0,3 (20ºC) 
 

Citric acid (77-92-9) 

Log Pow -1,64 
 

12.4. Mobility in soil 

No additional information available 
 

 

12.5. Results of PBT and vPvB assessment 

No additional information available 
 

 

 

12.6. Other adverse effects 

Additional information : Avoid release to the environment 

SECTION 13: Disposal considerations 
 

13.1. Waste treatment methods 

Product/Packaging disposal recommendations : Dispose in a safe manner in accordance with local/national regulations. Dispose of 
contents/container to hazardous or special waste collection point, in accordance with local, 
regional, national and/or international regulation. 

Additional information : Handle empty containers with care because residual vapours are flammable. 

Ecology - waste materials : Avoid release to the environment. 

SECTION 14: Transport information 
 

In accordance with ADR / RID / IMDG / IATA / ADN 

ADR IMDG IATA 

14.1. UN number 

1993 1993 1993 

14.2. UN proper shipping name 

FLAMMABLE LIQUID, N.O.S. FLAMMABLE LIQUID, N.O.S. Flammable liquid, n.o.s. 

Transport document description 

UN 1993 FLAMMABLE LIQUID, N.O.S. 
(Ethanol), 3, III, (D/E) 

 

UN 1993 FLAMMABLE LIQUID, N.O.S., 3, III 

 

UN 1993 Flammable liquid, n.o.s., 3, III 

 

14.3. Transport hazard class(es) 

3 3 3 
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ADR IMDG IATA 

    
14.4. Packing group 

III III III 

14.5. Environmental hazards 

Dangerous for the environment : No Dangerous for the environment : No 
Marine pollutant : No 

Dangerous for the environment : No 

No supplementary information available 

 
14.6. Special precautions for user 

- Overland transport 
  

Classification code (ADR)  : F1  

Special provisions (ADR) : 274, 601, 640E 

Limited quantities (ADR) : 5l 

Excepted quantities (ADR) : E1 

Packing instructions (ADR) : P001, IBC03, LP01, R001 

Mixed packing provisions (ADR) : MP19  

Portable tank and bulk container instructions 
(ADR) 

: T4 

Portable tank and bulk container special 
provisions (ADR) 

: TP1, TP29 

Tank code (ADR) : LGBF 

Vehicle for tank carriage : FL 

Transport category (ADR) : 3 

Special provisions for carriage - Packages 
(ADR) 

: V12 

Special provisions for carriage - Operation 
(ADR) 

: S2 

Hazard identification number (Kemler No.) : 30 

Orange plates : 

 

Tunnel restriction code (ADR) : D/E  

- Transport by sea 
  

Special provisions (IMDG) : 223, 274, 955 

Limited quantities (IMDG) : 5 L 

Excepted quantities (IMDG) : E1 

Packing instructions (IMDG) : P001, LP01 

IBC packing instructions (IMDG) : IBC03 

Tank instructions (IMDG) : T4 

Tank special provisions (IMDG) : TP1, TP29 

EmS-No. (Fire) : F-E 

EmS-No. (Spillage) : S-E 

Stowage category (IMDG) : A 

- Air transport 
  

PCA Excepted quantities (IATA) : E1 

PCA Limited quantities (IATA) : Y344 

PCA limited quantity max net quantity (IATA) : 10L  

PCA packing instructions (IATA) : 355 
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PCA max net quantity (IATA) : 60L 

CAO packing instructions (IATA) : 366 

CAO max net quantity (IATA) : 220L 

Special provisions (IATA) : A3 

ERG code (IATA) : 3L 
 

14.7. Transport in bulk according to Annex II of MARPOL 73/78 and the IBC Code 

Not applicable 

SECTION 15: Regulatory information 
 

15.1. Safety, health and environmental regulations/legislation specific for the substance or mixture 

15.1.1. EU-Regulations 
 

Contains no REACH substances with Annex XVII restrictions  

Contains no substance on the REACH candidate list 
 

Contains no REACH Annex XIV substances 

 

 

 

Detergent Regulation : Ingredient data sheet: 

Component CAS-No. % 

AQUA 7732-18-5 >=10% 

ALCOHOL 64-17-5 >=10% 

Propane-1,2-diol 57-55-6 0,1 - 1% 

PHENOXYETHANOL 122-99-6 0,1 - 1% 

COCAMIDOPROPYLAMINE OXIDE 68155-09-9 0,1 - 1% 

DECYL GLUCOSIDE 58846-77-8 <0,1% 

ISOPROPYL ALCOHOL 67-63-0 <0,1% 

CITRIC ACID 77-92-9 <0,1% 
  

 

Detergent Regulation : Labelling of contents: 

Component % 

non-ionic surfactants <5% 
  
  

 
 

15.1.2. National regulations 

Ensure all national/local regulations are observed. 
 

 

 
 

 
 

 
 

15.2. Chemical safety assessment 

No chemical safety assessment has been carried out 
  

SECTION 16: Other information 
 

Indication of changes: 

General update. 
 

 

Data sources : REGULATION (EC) No 1272/2008 OF THE EUROPEAN PARLIAMENT AND OF THE 
COUNCIL of 16 December 2008 on classification, labelling and packaging of substances and 
mixtures, amending and repealing Directives 67/548/EEC and 1999/45/EC, and amending 
Regulation (EC) No 1907/2006. 

Training advice : workers must have  risk-specific training. 

Other information : None. 
 
 

 Full text of H- and EUH-statements: 

Acute Tox. 4 (Oral) Acute toxicity (oral), Category 4 

Eye Irrit. 2 Serious eye damage/eye irritation, Category 2 

Flam. Liq. 2 Flammable liquids, Category 2 

Skin Corr. 1 Skin corrosion/irritation, Category 1 

STOT SE 3 Specific target organ toxicity — Single exposure, Category 3, Narcosis 

H225 Highly flammable liquid and vapour 

H302 Harmful if swallowed 

H314 Causes severe skin burns and eye damage 

H319 Causes serious eye irritation 

H336 May cause drowsiness or dizziness 
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Classification and procedure used to derive the classification for mixtures according to Regulation (EC) 1272/2008 [CLP]: 

Flam. Liq. 2 H225 Calculation method 

Eye Irrit. 2 H319 Calculation method 
 

 

 
 
 
The information in this document is based on our best current knowledge. No part of its contents should be considered as a warranty, express or implied, to specific properties and / or product use 
conditions. In all cases, it is the responsibility of users matching the recommendations and determining the suitability of any product for a particular application or use. For this and other reasons, we 
assume no liability for loss, damage or expense caused by matters relating to the handling, storage, use or disposal of product. 
 


